BMP 097 - Regularly Inspect and Maintain Storm Water Conveyance Systems

e “<\)/\J<\/>\ 1
//4\ @f/\ //4\ g f/\ K\\ @;@ /Q/ S\O/
N )/\\ AN AN N
[< l /\W Evf\/\\> /f /\\\ﬁ?\@ 2: |
A \in W
% %w \m AV
K it
gf\//\O \§f\/
WAL
/‘@NK\P‘
f«@i@ e
X /}\ }{\;\> K\/{}
||| ==l = |||| = |||| =l = Il
=== ===
= |1l — 1111 — 1111 — 1111 — 1111 — 111 — 1] = — 1] = — 1] = — 1] = |||| ||||

Description of Potential Pollutant and Source: Over time, storm water conveyance systems may
fill up with sediments and clog. Also, drainage swales may erode and be a source of sediment
pollution to storm water.

Description of BMP: Storm water conveyance systems will be regularly inspected and
maintained. This will include inspection of drainage swales and outfall pipes to ensure that the
area is not eroding.

Other storm water conveyance systems, such as oil/water separators, catch basins, and
detention ponds, will be inspected and properly maintained.

Application Guidance: Storm water conveyance systems will be inspected monthly.

The frequency for implementing of this BMP has been provided as general guidance. However, a
facility operator may wish to establish a more suitable frequency. This will require SWPPP
implementers to make judgments based on facility operations and conditions.

Training: The Storm Water Pollution Prevention Personnel will assign personnel responsible for
inspections. Personnel will be provided a copy of a site plan showing the location of all storm
water conveyance systems which need to be inspected.

Effectiveness and Cost: This is a moderately effective, low-cost BMP.

Limitations: None



